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Convenience
• Ease of Installation: Autosearch
• Languages in manual: English, French, Spanish
• Number of keys: 59
• Universal IR database: TV, VCR, DVD, SAT, 

CABLE, CD/MD, RECEIVER, AMP, TIVO, Home 
Theater, PC, TAPE, DVR, DSS, AudioSet, DMR, 
Drapes/blinds (IR), DTT, DVDR, DVDR-HDD 
combo, DVD-VCR combo, Game, HTS, HVAC & 
Fans (IR), Lighting (IR), Projector (IR), Satellite 
Radio, Tuner, TV-DVD combo, TV-VCR combo, 
TV-VCR-DVD combo, VCD, Laser Disk

• On-Screen Display languages: English, German, 
French, Spanish

• Battery low indication
• Programmable macros: yes, 26
• Display Type: LCD
• Channel icon library: 500
• Number of activities: 26
• Programmable channel icons: 100

Power
• Battery type: AA / LR6 Alkaline
• Number of batteries: 3
• Battery saving manager: Auto switch on/off

Infrared Capabilities
• Operating distance: 33 ft (10 m)
• Learning IR codes
• Transmitting LEDs: 2
• Carrier frequency range: 19kHz - 455 kHz
• Transmission angle: 90 degree

Packaging dimensions
• Packaging dimensions (W x H x D): 

16 x 32.2 x 4.6 cm
• Nett weight: .152 kg
• Gross weight: .36 kg
• Tare weight: .208 kg

Outer Carton
• Outer carton (L x W x H): 34.5 x 30.5 x 19.5 cm
• Nett weight: .912 kg
• Gross weight: 3.92 kg
• Tare weight: 3.008 kg

Inner Carton
• Inner carton (L x W x H): 33 x 14.5 x 16.5 cm
• Nett weight: .456 kg
• Gross weight: 1.2 kg
• Tare weight: .744 kg
•
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